
2Megapixel High Resulotion Display

1/2.8" Progressive Scan CMOS

ONVIF Supported

2.8mm/4mm Prime Lens

True Day/Night mode with mechanical IR Filter

DWDR, 3D Noise Reduction 

IP67 WaterProof

H.265 2MP AI CAM

 Intrusion Detection

IN-HC4201Z-P(2.8mm/4mm)

x



DWDR

3D DNR

BLC

Intrusion Detection

2 Megapixel

Mechanism IR cut Filter

Saturation, Contrast, Sharpness, 
Day&Night Mode Adjustment
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IN HC4201Z-P-

   0.028Lux @(F2.0,AGC ON)

2.8mm/4mm

25fps (640*480, 640*360, 320*240)
30fps (640*480, 640*360, 320*240)

H.265  H.264H.264+/ /

IP67

POE Class 3 (IEEE802.3af)

-30 °C to +60 °C

1920*1080/1280*960/1280*720/
640*480/640*360/320*240

TCP/IP, ICMP, HTTP, HTTPS, DHCP, DNS, RTP, 
RTSP, RTCP, NTP, IGMP, QoS, UDP

One-Button Reset, Mirror, Heartbeat, 
Password Protection, Privacy Mask, Watermark

62°(V)
(H)114.8°

Product Information

 1/2.8" Progressive Scan CMOS

 1920 x 1080

25fps (1920*1080, 1280*960, 1280*720)
30fps (1920*1080, 1280*960, 1280*720)

 Ø 110 mm × 94.3 mm (4.3" × 3.8")

Sub Stream

Digital Noise Reduction

WDR

Image Sensor

Sensor Resolutions

Max Video Resolution

Sensitivity

Lens Type

Angle of View

ICR

IR Distance

Image Setting

Ethernet

Simultaneous Connection

Power over Ethernet

Browser

Water Resistance

Operation Temperature

Dimensions

Image Enhacement

Video Compression

Video Profile

Main Stream

Image Setting

Support Protocol

Other Function

Smart Function

Video / Audio

Camera

General

Network & 
Security


