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H.265 5MP IP CAM - IN series

MAIN FEATURES

m 5 Megapixel OV4689 Progressive CMOS sensor

m Super high Video Quality

= ONVIF supported

® | ong Distance HD transmission ®

= True Day/Night mode with mechanical IR Filter I CATCH
m Digital WDR, Defog, 3D noise reduction
m [P66 weather proof
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H.265 IP CAM SMP

Model Name

Piture

Image Sensor
SoC
Sensor Resolutions
Max Video Resolution
Sensitivity
Support DC IRIS
Camera

Lens Type

Angle of View

ICR
LED
IR Distance
Vido Compression

Video Profile

Frame Rate
Video / Audio

Image Setting

Video Bitrates Adjust
Search & Installation
Software Bundled NVR Program
Firmware Upgrade
Ethernet

Support Protocol

Network & Simultaneous Connection
Security

Security

Power over Ethernet

Power Consumption
General
Water Resistance
Operation Temperature
View System o
Requirements
Browser

IN-BLB501B-P | IN-BLA501B-P

IN-BLA503B-P IN-MC1501B | IN-MC2501B-P | IN-MC2503B-P

IN-BL1501B-P

5 Mega Pixels AR0521

Hi3516D
5 Megapixel
2592*1944
0.01Lux/OLux(IR on)
NO
Vari-focal 2.7mm- Vari-focal 2.7mm-13.5mm/
g 13.5mm/F1.3 fixed iris lens i F1.3 fixed irs lens DA

80°(H) 113°~29°(H) 80°(H) 113°~29°(H) 80°(H)
58°(V) 59°~16°(V) 58°(V) 59°~16°(V) 58°(V)

Mechanism IR cut Filter

2pcs IR Array LEDs 24pcs 36pcs

15M 20M 15M

6pcs IR Array LEDs
20M

H.265/H.264/M-JPEG
2592*1944 | 2592*1520 / 1920*1080 / 1280*960 / 1280*720/720*576/D1 / CIF
Up to 15 fps @ 2592*1944
Up to 15 fps @ 2592*1520
Up to 30 fps @ 1920*1080
Up to 30 fps @ 1280*960
Up to 30 fps @ 1280*720
Up to 30 fps @ 720*576
Up to 30 fps @ D1/ CIF

Brightness, Contrast, Hue, Saturation, Sharpness, AGC, Shutter Time, Mirror, Fip
WDR, Day & Night adjustment, 2D/3D Denoise,BLC,DeFog,AWB.

CBR, VBR
IP Installer
Free Bundle iCMS pro Software
HTTP mode, the Client software upgrade

10/100 M Base-T
TCP/IP, HTTP,NTP,IGMP, DHCP,UDP,SMTP,RTP,RTSP,ARP,DDNS,DNS,HTTPS,P2P,ONVIF2.4

Upto6
Password protection, IP address filtering,

802.1X port-based authentication for network protection

Yes, POE Class 0 (IEEE802.3af) NO Yes, POE Class 0 (IEEE802.3af)
<1A
<12W
IP66 P65 P66
-10°C ~ +50°C

Windows 7, 8, 8.1, 10

Microsoft IE 8.0 or above

All specifications are subject to change without notice.
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